
NOSHOK, INC.
1010 W. Bagley Road
Berea, OH 44017
Phone: 440.243.0888
Fax: 440.243.3472
Website: www.noshok.com

621/622 Series Explosion-Proof Pressure Transmitters
93 Items Available

Current and voltage outputs available
316 stainless Steel and Elgiloy wetted parts
Factory Mutual and Canadian Standards Association approved
CE compliant to suppress RFI, EMI and ESD
NACE MR0175/ISO 15156 compliant
NSI/ISA-12.27.01 approved single seal

View items

Part
Number

Description
Storage

Temperature
[Min]

Storage
Temperature

[Max]

Pressure
Range

Connection
Material

0 to 10,000
psig, 0.25%

Accuracy
(Best Fit
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621-
10000-
1-1-2-6

Straight Line
(BFSL), 4 to

20 mA
Output, 1/4"

National
Pipe Thread
(NPT) Male
Explosion-

Proof
Pressure

Transmitter
with 1/2"
National

Pipe Thread
(NPT)

Conduit (6 ft
Cable

Attached)

-40 ºC
-40 ºF

105 ºC
221 ºF

0 to
10,000

psig

316
Stainless

Steel

621-
10000-
1-1-2-6-

ST8

0 to 10,000
psig, 0.25%

Accuracy
(Best Fit

Straight Line
(BFSL), 4 to
20 mA, 1/4"

National
Pipe Thread
(NPT) Male
Explosion-

Proof
Pressure

Transmitter
with 1/2"
National

Pipe Thread
(NPT)

Conduit (6 ft
Cable) and

0.8 mm

-40 ºC
-40 ºF

105 ºC
221 ºF

0 to
10,000

psig

316
Stainless

Steel
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https://catalog.noshok.com/item/hazardous-pressure-transmitters/621-622-explosion-proof-pressure-transmitters/621-10000-1-1-2-6
https://catalog.noshok.com/item/hazardous-pressure-transmitters/621-622-explosion-proof-pressure-transmitters/621-10000-1-1-2-6
https://catalog.noshok.com/item/hazardous-pressure-transmitters/621-622-explosion-proof-pressure-transmitters/621-10000-1-1-2-6
https://catalog.noshok.com/item/hazardous-pressure-transmitters/621-622-explosion-proof-pressure-transmitters/621-10000-1-1-2-6-st8
https://catalog.noshok.com/item/hazardous-pressure-transmitters/621-622-explosion-proof-pressure-transmitters/621-10000-1-1-2-6-st8
https://catalog.noshok.com/item/hazardous-pressure-transmitters/621-622-explosion-proof-pressure-transmitters/621-10000-1-1-2-6-st8
https://catalog.noshok.com/item/hazardous-pressure-transmitters/621-622-explosion-proof-pressure-transmitters/621-10000-1-1-2-6-st8


Stainless
Steel

Threaded
Orifice

621-
10000-
1-1-8-6

0 to 10,000
psig, 0.25%

Accuracy
(Best Fit

Straight Line
(BFSL), 4 to

20 mA
Output, 1/2"

National
Pipe Thread
(NPT) Male
Explosion-

Proof
Pressure

Transmitter
with 1/2"
National

Pipe Thread
(NPT)

Conduit (6 ft
Cable

Attached)

-40 ºC
-40 ºF

105 ºC
221 ºF

0 to
10,000

psig

316
Stainless

Steel

0 to 10,000
psig, 0.25%

Accuracy
(Best Fit

Straight Line
(BFSL), 1 to

5 Vdc
Output, 1/4"

National
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https://catalog.noshok.com/item/hazardous-pressure-transmitters/621-622-explosion-proof-pressure-transmitters/621-10000-1-1-8-6
https://catalog.noshok.com/item/hazardous-pressure-transmitters/621-622-explosion-proof-pressure-transmitters/621-10000-1-1-8-6
https://catalog.noshok.com/item/hazardous-pressure-transmitters/621-622-explosion-proof-pressure-transmitters/621-10000-1-1-8-6


621-
10000-
1-3-2-6

Pipe Thread
(NPT) Male
Explosion-

Proof
Pressure

Transmitter
with 1/2"
National

Pipe Thread
(NPT)

Conduit (6 ft
Cable

Attached)

-40 ºC
-40 ºF

105 ºC
221 ºF

0 to
10,000

psig

316
Stainless

Steel

621-
10000-

1-3-8-37

0 to 10,000
psig, 0.25%

Accuracy
(Best Fit

Straight Line
(BFSL), 1 to

5 Vdc
Output, 1/2"

National
Pipe Thread
(NPT) Male
Explosion-

Proof
Pressure

Transmitter
with 1/2"
National

Pipe Thread
(NPT) Potted
Conduit (6 ft

Flying
Leads)

-40 ºC
-40 ºF

105 ºC
221 ºF

0 to
10,000

psig

316
Stainless

Steel

0 to 10,000
psig, 0.25%

Accuracy
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https://catalog.noshok.com/item/hazardous-pressure-transmitters/621-622-explosion-proof-pressure-transmitters/621-10000-1-3-2-6
https://catalog.noshok.com/item/hazardous-pressure-transmitters/621-622-explosion-proof-pressure-transmitters/621-10000-1-3-2-6
https://catalog.noshok.com/item/hazardous-pressure-transmitters/621-622-explosion-proof-pressure-transmitters/621-10000-1-3-2-6
https://catalog.noshok.com/item/hazardous-pressure-transmitters/621-622-explosion-proof-pressure-transmitters/621-10000-1-3-8-37
https://catalog.noshok.com/item/hazardous-pressure-transmitters/621-622-explosion-proof-pressure-transmitters/621-10000-1-3-8-37
https://catalog.noshok.com/item/hazardous-pressure-transmitters/621-622-explosion-proof-pressure-transmitters/621-10000-1-3-8-37


621-
10000-
1-3-8-6

(Best Fit
Straight Line
(BFSL), 1 to

5 Vdc
Output, 1/2"

National
Pipe Thread
(NPT) Male
Explosion-

Proof
Pressure

Transmitter
with 1/2"
National

Pipe Thread
(NPT)

Conduit (6 ft
Cable

Attached)

-40 ºC
-40 ºF

105 ºC
221 ºF

0 to
10,000

psig

316
Stainless

Steel

621-
1000-1-

1-2-6

0 to 1,000
psig, 0.25%

Accuracy
(Best Fit

Straight Line
(BFSL), 4 to

20 mA
Output, 1/4"

National
Pipe Thread
(NPT) Male
Explosion-

Proof
Pressure

Transmitter
with 1/2"
National

Pipe Thread
(NPT)

Conduit (6 ft

-40 ºC
-40 ºF

105 ºC
221 ºF

0 to
1,000
psig

316
Stainless

Steel
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https://catalog.noshok.com/item/hazardous-pressure-transmitters/621-622-explosion-proof-pressure-transmitters/621-10000-1-3-8-6
https://catalog.noshok.com/item/hazardous-pressure-transmitters/621-622-explosion-proof-pressure-transmitters/621-10000-1-3-8-6
https://catalog.noshok.com/item/hazardous-pressure-transmitters/621-622-explosion-proof-pressure-transmitters/621-10000-1-3-8-6
https://catalog.noshok.com/item/hazardous-pressure-transmitters/621-622-explosion-proof-pressure-transmitters/621-1000-1-1-2-6
https://catalog.noshok.com/item/hazardous-pressure-transmitters/621-622-explosion-proof-pressure-transmitters/621-1000-1-1-2-6
https://catalog.noshok.com/item/hazardous-pressure-transmitters/621-622-explosion-proof-pressure-transmitters/621-1000-1-1-2-6


Cable
Attached)

621-
1000-1-
1-2-6-20

0 to 1,000
psig, 0.25%

Accuracy
(Best Fit

Straight Line
(BFSL), 4 to

20 mA
Output, 1/4"

National
Pipe Thread
(NPT) Male
Explosion-

Proof
Pressure

Transmitter
with 1/2"
National

Pipe Thread
(NPT)

Conduit (20
ft Cable

Attached)

-40 ºC
-40 ºF

105 ºC
221 ºF

0 to
1,000
psig

316
Stainless

Steel

621-
1000-1-

1-8-6

0 to 1,000
psig, 0.25%

Accuracy
(Best Fit

Straight Line
(BFSL), 4 to

20 mA
Output, 1/2"

National
Pipe Thread
(NPT) Male
Explosion-

Proof
Pressure

-40 ºC
-40 ºF

105 ºC
221 ºF

0 to
1,000
psig

316
Stainless

Steel
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https://catalog.noshok.com/item/hazardous-pressure-transmitters/621-622-explosion-proof-pressure-transmitters/621-1000-1-1-2-6-20
https://catalog.noshok.com/item/hazardous-pressure-transmitters/621-622-explosion-proof-pressure-transmitters/621-1000-1-1-2-6-20
https://catalog.noshok.com/item/hazardous-pressure-transmitters/621-622-explosion-proof-pressure-transmitters/621-1000-1-1-2-6-20
https://catalog.noshok.com/item/hazardous-pressure-transmitters/621-622-explosion-proof-pressure-transmitters/621-1000-1-1-8-6
https://catalog.noshok.com/item/hazardous-pressure-transmitters/621-622-explosion-proof-pressure-transmitters/621-1000-1-1-8-6
https://catalog.noshok.com/item/hazardous-pressure-transmitters/621-622-explosion-proof-pressure-transmitters/621-1000-1-1-8-6


Transmitter
with 1/2"
National

Pipe Thread
(NPT)

Conduit (6 ft
Cable

Attached)

621-
1000-1-

3-2-6

0 to 1,000
psig, 0.25%

Accuracy
(Best Fit

Straight Line
(BFSL), 1 to

5 Vdc
Output, 1/4"

National
Pipe Thread
(NPT) Male
Explosion-

Proof
Pressure

Transmitter
with 1/2"
National

Pipe Thread
(NPT)

Conduit (6 ft
Cable

Attached)

-40 ºC
-40 ºF

105 ºC
221 ºF

0 to
1,000
psig

316
Stainless

Steel

Showing 10 of 93
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https://catalog.noshok.com/item/hazardous-pressure-transmitters/621-622-explosion-proof-pressure-transmitters/621-1000-1-3-2-6
https://catalog.noshok.com/item/hazardous-pressure-transmitters/621-622-explosion-proof-pressure-transmitters/621-1000-1-3-2-6
https://catalog.noshok.com/item/hazardous-pressure-transmitters/621-622-explosion-proof-pressure-transmitters/621-1000-1-3-2-6

